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CONCRETE 
COMMITMENT.

When we developed our fi rst concrete drilling and doweling 
system more than two decades ago, it quickly redefi ned the 
process in the industry. The reasons were simple. It was faster…
safer…more accurate…and easier than any other method.

What makes E-Z Drill so different? It’s our commitment to 
concrete drilling. We understand the desire to be faster and 
better. With ever tightening schedules and growing performance 
demands, you must always be looking for a better solution. And 
we are always striving to provide it.

Our constant effort to provide the best manufacturing quality 
and design innovations result in equipment that enables you 
to increase performance, maximize effi ciency and — most 
importantly — produce more holes in a single day than anything 
else on the market. 

Quick-Release Bit Guide
No matter the style of bit, 
replacement is fast and 
easy on any E-Z Drill. 

Patented Roller-Bearing Feed
Found throughout the E-Z Drill line, 
this system eliminates friction on 
the carriage, lowers replacement 
costs and helps prevent downtime.

Multi-Point Oil Injection
Standard on all E-Z Drill multi-gang 
units, this system uses a central 
reservoir to ensure that each drill 
motor is individually lubricated.

E-Z DRILL INNOVATIONS



CONCRETE 
COMMITMENT.

DUST COLLECTION SYSTEM
In today’s construction environment, 

performance isn’t the only concern. With 

increasingly stringent air quality standards 

and dust control regulations, contractors have 

to be just as concerned about compliance 

as they do with a job done right. That’s why 

E-Z Drill offers an innovative dust collection 

system to use with any drill model.

•  Totally pneumatic. Runs off the same air 
compressor as the drill.

•  Convenient self-cleaning fi lter.

•  Systems can be combined to fi t any 
standard model.

• Simple fi eld installation.

Patented Tri-Steering
Simplifi es maneuverability and 
repositioning on multi-gang units. 

Patented Tri-Steering



The 240B SRA features a “combo” system that caters to both 
rock drilling and core drilling applications, eliminating the need 
for separate drill systems. The conversion process requires just 
a few simple tools and can be quickly done on the jobsite.

240B SRA

If you want to drill accurately without disturbing the subgrade, then you 
need an E-Z Drill slab-rider, which references from the top of the concrete slab. 
Ideal for airport projects, lane additions and full depth repair, these drills are totally 
pneumatic, extremely maneuverable and highly productive.

From our single gang model to the fi ve gang units, slab-riders are compact, yet 
loaded with standard features making them durable and easy to use. 

 210B SRA 210B-2 SRA 210-3 SRA  /  210-4 SRA  /  210-5 SRA

The 240B SRA features a “combo” system that caters to both 
rock drilling and core drilling applications, eliminating the need 
for separate drill systems. The conversion process requires just 
a few simple tools and can be quickly done on the jobsite.

 210B SRA 210B-2 SRA 210-3 SRA  /  210-4 SRA  /  210-5 SRA
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Skew DrillingStitching

Versatility comes standard with an E-Z Drill slab-rider. You can switch from horizontal to vertical drilling with just a few quick adjustments 
— no additional kit required. Stitching and skew drilling can also be done with all slab-rider units. On-grade conversion kit and tow bar 
package are available for most models.

FEATURES

DRILLING CONFIGURATIONS

SPECIFICATIONS
Minimum 

Patch Size1  
in. 

(cm)

Drill 
Depth2 in. 

(cm)

Hole 
Diameter

in. 
(mm)

Drill Distance 
from Corner

in. 
(cm)

Air Req.
cfm 
(m3)

Hose Size 
(ID)3 
in. 

(mm)

Drill
Motor

Chuck Size
in. 

(mm)

Weight
lb. 

(kg)

210B SRA 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2
(15.9 - 63.5)

6 
(15.2)

100
(2.80)

3/4 
(19.1) CP 32A 7/8 x 3 1/4

(22.2 x 82.6)
385 

(174.8)

210B-2 SRA 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

200 
(5.60)

1 1/4 
(31.8) CP 32A 7/8 x 3 1/4 

(22.2 x 82.6)
1040 

(404.1)

210-3 SRA 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

300 
(8.40)

1 1/2 - 2 
(38.1 - 
50.8)

CP 32A 7/8 x 3 1/4 
(22.2 x 82.6)

2000 
(908.0)

210-4 SRA 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

400 
(11.20)

2 
(50.8) CP 32A 7/8 x 3 1/4 

(22.2 x 82.6)
2200 

(988.8)

210-5 SRA 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

500 
(14.00)

2 
(50.8) CP 32A 7/8 x 3 1/4 

(22.2 x 82.6)
2400 

(1089.6)

240B SRA 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

100 
(2.80)

3/4
(19.1)

CP 32A

    CS Unitec

7/8 x 3 1/4 
(22.2 x 82.6)

1 1/4 x 7
(31.8 x 177.8)

385
(174.8)

1 Minimum patch size is the smallest area the unit will fi t in and drill the depth listed.   2 Drill depths given are standard - other drill depths available upon request.   
3 All sizes shown are for 25' of hose or less.  

Auto-Alignment
All slab-rider models feature 
auto-alignment, which allows 
for quicker repositioning after 
each hole set.

Patented Tri-Steering
Simplifi es maneuverability and 
repositioning on multi-gang units.

Automatic Drill Shutoff
Increases drill life and lowers 
maintenance costs by 
eliminating dry fi ring on three 
gang and larger models.

Hole Spacing Guide 
Optional high visibility pointer 
ensures simple and more 
accurate drill repositioning.
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Vertical Drilling On-Grade Conversion Kit Tow Bar Package



Catering to both rock drilling and core drilling applications, the 
240B on-grade “combo” drill system eliminates the need for 
separate drill systems. The conversion process requires just a 
few simple tools and can be quickly done on the jobsite.

240B

Not enough room to work on top of the slab? On-grade drills operate from 
the subgrade, keeping the machine and user out of traffi c lanes, while still yielding high 
production. This confi guration represents the original E-Z Drill design, but much has changed 
in the last 20 years. Today, most on-grade drills are compact and light enough for easy 
loading and unloading. And they are complete with many of the value-added features that 
have kept E-Z Drill the best choice in concrete drilling and doweling technology.

On-grade drills are ideal for airport work, lane additions and curb and gutter jobs. 
All models are totally pneumatic.

Catering to both rock drilling and core drilling applications, the 
240B on-grade “combo” drill system eliminates the need for 
separate drill systems. The conversion process requires just a 
few simple tools and can be quickly done on the jobsite.

 65B 85B 110B 210B 210B-2 65B 85B 110B 210B 210B-2
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FEATURES

DRILLING CONFIGURATIONS

SPECIFICATIONS
Minimum 

Patch Size1  
in. 

(cm)

Drill Depth2 
in. 

(cm)

Hole 
Diameter

in. 
(mm)

Drill Distance 
from Corner

in. 
(cm)

Air Req.
cfm 
(m3)

Hose Size (ID)3 
in. 

(mm)

Drill
Motor

Chuck Size
in. 

(mm)

Weight
lb. 

(kg)

65B 24  
(60.9)

8  
(20.3)

1/2 - 7/8 
(12.7 - 22.2)

6 
(15.2)

20 
(0.56)

3/4 
(19.1) CP 9C

3/4 RD x 3 
3/4 

(19.0 x 95.2)

65 
(29.5)

85B 30 
(76.2)

9 
(22.9)

5/8 - 2 
(15.9 - 50.8)

6 
(15.2)

32 
(0.90)

3/4 
(19.1) CP 14 7/8 x 3 1/4 

(22.2 x 82.6)
85 

(38.6)

110B 36 
(91.4)

12 
(30.5)

5/8 - 2 
(15.9 - 50.8)

6 
(15.2)

50 
(1.40)

3/4 
(19.1) CP 22 7/8 x 3 1/4 

(22.2 x 82.6)
170 

(77.2)

210B 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

100 
(2.80)

3/4 
(19.1) CP 32A 7/8 x 3 1/4 

(22.2 x 82.6)
230 

(104.4)

210B-2* 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

200 
(5.60)

1 1/4 
(31.8) CP 32A 7/8 x 3 1/4 

(22.2 x 82.6)
710 

(322.3)

240B 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

100 
(2.80)

3/4 
(19.1)

  CP 32A

     CS 
Unitec

7/8 x 3 1/4 
(22.2 x 82.6)

1 1/4 x 7
(31.8 x 177.8)

230 
(104.4)

1 Minimum patch size is the smallest area the unit will fi t in and drill the depth listed.   2 Drill depths given are standard - other drill depths available upon request.   
3 All sizes shown are for 25' of hose or less.   *Back wheels must be confi gured in order to fi t in a 48" area.   

Dual Purpose Guide Wheels
Versatile guide wheels allow for quick repositioning from hole to 
hole and can be fl ipped down for easy jobsite transport. (110B, 
210B and 240B only)

Patented Roller-Bearing Feed
A standard feature that 
eliminates friction on the 
carriage, lowers replacement 
costs and helps prevent 
downtime.

Lifting Handles/Bales
Ergonomically positioned 
for proper leverage during 
transport, repositioning and 
operation.

Vertical Conversion Kit

2 Hole 
Diameter

Drill Distance 
from Corner

Air Req.
cfm 

Hose Size (ID)3

in. 
Drill

Motor
Chuck Size

in. 
Weight

lb. 

An optional vertical conversion kit enhances the versatility of on-grade 
drills, allowing each unit to switch from a horizontal drill to a vertical drill.
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The Model 210 Twin Vertical is a specially designed equipment-mounted unit 
that attaches to a skid loader and is controlled via an air-operated remote 
control box. The feed system on this double drill can be adjusted up to a 45° 
angle, making it ideal for pulling patches, undersealing and slabjacking.

210 TWIN VERTICAL

The Model 210 Twin Vertical is a specially designed equipment-mounted unit 
that attaches to a skid loader and is controlled via an air-operated remote 
control box. The feed system on this double drill can be adjusted up to a 45° 
angle, making it ideal for pulling patches, undersealing and slabjacking.

210 TWIN VERTICAL

Typically faced with jobs that require multiple patches, but with 
relatively long distances from one to the next? Then E-Z Drill’s equipment-mounted 
series is ideal. Attaching to most backhoes or excavators, the equipment-mounted 
units allow for greater mobility when traveling from patch to patch. These drills 
reference from the top of the concrete slab to achieve maximum accuracy.

Completely pneumatic, equipment-mounted models are loaded with standard 
features and easily operated with fi ngertip controls.

 210-3 EQMT 210-4 EQMT 210-5 EQMT
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FEATURES

Extra-Height Adjustment
Additional height adjustment 
allows the unit to reach the center 
of the slab even in extreme asphalt 
overlay conditions.

Side Shift
Drill a second set of holes 
without having to reposition 
the carrier. 

Safety Swivel Lock
Activated from the drill 
operator position, this safely 
locks the unit during transport.

Automatic Drill Shutoff
Increases drill life and 
lowers maintenance costs by 
eliminating dry fi ring.

“Floating” Bucket Curl Pin
Decreases positioning time by 
allowing drill frame to self-
level.

Remote Control Box
Totally pneumatic control box 
eliminates the need for electric 
or hydraulic hook-ups.

Adjustable Drill Spacing 
Adjustable from 5 to 10 feet 
for all pulling and sealing ap-
plications.

Angular Adjustment
Allows feed system to be ad-
justed up to a 45˚ angle.

210 TWIN VERTICAL FEATURES

SPECIFICATIONS
Minimum 

Patch Size1  
in. 

(cm)

Drill 
Depth2 

in. 
(cm)

Hole 
Diameter

in. 
(mm)

Drill Distance 
from Corner

in. 
(cm)

Air Req.
cfm 
(m3)

Hose Size - (ID)3 
in. 

(mm)

Drill
Motor

Chuck Size
in. 

(mm)

Weight
lb. 

(kg)

210-3 EQMT 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

300 
(8.40)

1 1/2 - 2 
(38.1 - 50.8)

CP 
32A

7/8 x 3 1/4 
(22.2 x 82.6)

1400 
(635.6)

210-4 EQMT 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

400 
(11.20)

2 
(50.8)

CP 
32A

7/8 x 3 1/4 
(22.2 x 82.6)

1700 
(771.8)

210-5 EQMT 48 
(121.9)

18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

6 
(15.2)

500 
(14.00)

2 
50.8)

CP 
32A

7/8 x 3 1/4 
(22.2 x 82.6)

1900
(862.6)

210 TWIN VERTICAL N/A
18 

(45.7)
3/4 - 2 1/2 

(19.0 - 63.5)
N/A

260 
(7.28)

1 1/4 
(31.8)

CP 69
1 x 4 1/4 
(25.4 x 
107.9)

930 
(422.2)

1 Minimum patch size is the smallest area the unit will fi t in and drill the depth listed.   2 Drill depths given are standard - other drill depths available upon request.   
3 All sizes shown are for 25' of hose or less.   

AIR TANK
Optional 120-gallon (454.2 L) 
air tank provides ample air 
and pressure, allowing larger 
models to operate off a 
smaller air compressor.



Have a vertical drilling application? The E-Z Drill 
Model 20 UTL is your solution. It is especially suited to meet the 
needs of gas utility companies by allowing them to drill through 
streets to pinpoint gas leaks. 

The unit is compact and ergonomically designed to be safely 
loaded, unloaded and operated by only one person. The standard 
drill depth can be modifi ed based on individual needs.

 20 
UTL 

FEATURES

Lifting Bale
Positioned for proper balance 
when loading and unloading.

ACCESSORIES, CONSUMABLES AND 
SUPPORT EQUIPMENT
E-Z Drill offers products to complement our drilling and doweling equipment. This 
includes a complete line of one-piece bits, drill steel and H-thread bits. In addition, 
we offer an E-Z Drill trailer, the Cure Sprayer trailer, the Pin-Puller and lubrication oil 
specifi cally formulated for rock drills.

Rock Drill OilCure Trailer SprayerE-Z Drill Trailer Pin Puller

Drill Bits and Steel

 SPECIFICATIONS
Drill Depth1 

in. 
(cm)

Hole Diameter
in. 

(mm)

Air Req.
cfm 
(m3)

Hose Size (ID)2 
in. 

(mm)

Drill
Motor

Chuck Size
in. 

(mm)

Weight
lb. 

(kg)

20-UTL 18 
(45.7)

5/8 - 2 1/2 
(15.9 - 63.5)

100 
(2.80)

3/4 
(19.1) CP 32A 7/8 x 3 1/4 

(22.2 x 82.6)
207 

(94.0)

1 Drill depths given are standard - other drill depths available upon request.  2 All sizes shown are for 25' of hose or less.   

FEATURES

Lifting Bale
Positioned for proper balance 
when loading and unloading.

 SPECIFICATIONS

U
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Patented Roller-Bearing Feed
Eliminates friction on the carriage, 
lowers replacement costs and 
prevents downtime.



CUSTOMIZED DRILLS

Air Motor/Gear Box Drill for 
up to 6-ft. Deep Drilling

4 Gang Wall-Mount Vertical 
Core Drill

No two jobs are alike. You know that. And 
so does E-Z Drill. While we offer an extensive 
line of concrete dowel drills to meet most job 
demands, we understand that some projects 
create unique circumstances. Our experience 
allows us to provide you a solution by custom 
designing a drill to meet your specifi c needs.

Single Vertical Skid-Loader 
Mounted Drill

Extended Vertical (Up) 
Drill System

Slab-Rider with Extended Mast 
and Drill Depth

3 Gang “Stack” Drill on 
Bridge Pier

Horizontal Skid-Loader Mounted 
Drill with Dust Collection

CUSTOMIZED DRILLS

Air Motor/Gear Box Drill for 
up to 6-ft. Deep Drilling

Single Vertical Skid-Loader 
Mounted Drill
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Model 210B with 
Extended Legs

Model 210B SRA with Mast 
Extension for Drilling Into the 
Top of a Parapet Wall

Model 210B Mounted on  
Stand for Forklift

Model 210B-2 SRA with “Skew”



Decades of Drilling. What started with a welder and 
a draftsman has grown into a diverse manufacturing 
business. Now, more than 40 employees occupy a 
22,000-square-foot facility in Perry, OK.

The product line continues to grow, as does E-Z Drill’s 
reputation around the world. Quality, dependability and 
safe operation along with excellent customer support 
supersedes any language barrier. Today a diverse dealer 
network represents E-Z Drill across the globe.

As with most innovative inventions, it all started with a 
couple of guys and a problem. Their solution has been 
changing the world of concrete drilling and doweling 
since 1987.

P.O. Box 517 • Stillwater, OK 74076

International +1-405-372-0121 • Toll Free (800) 272-0121 • Fax +1-405-372-1429
sales@ezdrill.com • www.ezdrill.com

 80s 90s Today
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